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Overview 


• Integrated Fast Ethernet MAC. Physical chip and transceiver in one chip 

• 10Mbps and 100Mbps operation 

• PCI local bus single-chip Fast Ethernet controller 

• Supports up to 128K bytes Boot ROM interface for both EPROM and Flash memory 

• Supports 25MHz crystal or 25MHz OSC as the internal clock source. The frequency deviation 
of either crystal or OSC must be within 50 PPM. 

The illustration below identifies the features of your Ethernet card. 



RJ45 Ethernet connector: You can connect the RJ45 Ethernet jack cable for the Ethernet 
network. 

LED indicators: These indicators indicate the state of the Ethernet card. 

Red (LINK) indicator: Always lights up when the Ethernet cable is linked. 
Green (ACT) indicator: Lights up when the Ethernet is active. 
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Connecting the Ethernet Cable 


Your Ethernet card contains a RJ45 jack for attaching an Ethernet cable, which is used in 10/ 
100Base-T network. Connect the Ethernet cable to your Ethernet card for use on an Ethernet 
network. 
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Verifying the Ethernet Card 


To verify that your Ethernet is properly set, follow these steps: 

Click the Start button, point to Settings and click Control Panel. 

Z Double-click the System icon. 

When the System Properties window appears, click the Device Manager tab. 

4 Click the plus sign of the Network adapters in the list. 

5 If you see the “Realtek RTL8139(A) based PCI Fast Ethernet Adapter” device in the Network 
category, your Ethernet is set properly. 
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Configuring Your Ethernet Connection 


After you connect the Ethernet cable to your system, you need to configure your system by using 
the following information: IP address, gate way address, and DNS address, etc. This information 
may be obtained from your company LAN manager. 

To configure your system, follow these steps: 

Click Start, point to Settings, click Control Panel, and then double-click Network. 

Z When the Network window appears, click “TCP/IP Realtek RTL8139(A) based PCI Fast 
Ethernet Adapter” in the Configuration tab. 

Click the Properties button, the TCP/IP Properties window appears. 

4 In the IP Address tab, check the Specify an IP address option, and then type in the IP 
address and subnet mask. 

5 In the Gateway tab, type in the gateway and click the Add button. 

6 In the DNS Configuration tab, check the Enable DNS option and type in Host, Domain, DNS 
Server Search Order, and click the Add button. 

After you register, click OK. 

8 In the Network window, click OK. 

When the System Settings Change window appears, click Yes to restart your computer. 
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